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SLIDING DOOR SILL TO 
QUICKSET TAPER DETAIL

Slab rebate optional. 
Rebate depth to suit 
selected joinery profile and 
floor finishes, screed level 
before installing floor 
finishes

Selected aluminium joinery

QuickSet slab edge 
insulation/formwork

WANZ joinery support bar. 
Ensure WANZ bar fixing is 

increased by 10mm to cater 
for direct fixing through 

QuickSet

Designers, please indicate WANZ bar locations on foundation plan

Install flashing tape across full width 
of sill and turn up jambs 200mm.
Refer to selected flashing tape 
installation instructions

If Ultra is specified - where WANZ bars 
are located, remove the top section of 
the green XPS
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HINGED DOOR SILL TO 
QUICKSET TAPER DETAIL

Slab rebate optional.
Rebate depth to suit
selected joinery profile and
floor finishes, screed level
before installing floor
finishesSelected aluminium joinery

WANZ joinery support bar.
Ensure WANZ bar fixing is

increased by 10mm to cater
for direct fixing through

QuickSet

QuickSet slab edge
insulation/formwork

Install flashing tape across full width 
of sill and turn up jambs 200mm.
Refer to selected flashing tape 
installation instructions

If Ultra is specified - where WANZ bars 
are located, remove the top section of 
the green XPS

Designers, please indicate WANZ bar locations on foundation plan

QUICKSET REBATED DOOR SILL DETAILS 
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SLIDING STACKER DOOR SILL TO 
QUICKSET TAPER DETAIL

Slab rebate optional.
Rebate depth to suit
selected joinery profile and
floor finishes, screed level
before installing floor
finishesSelected aluminium joinery

QuickSet slab edge
insulation/formwork

WANZ joinery support bar.
Ensure WANZ bar fixing is

increased by 10mm to cater
for direct fixing through

QuickSet

Install flashing tape across full width of 
sill and turn up jambs 200mm.
Refer to selected flashing tape 
installation instructions

If Ultra is specified - where WANZ bars 
are located, remove the top section of 
the green XPS 

Designers, please indicate WANZ bar locations on foundation plan

QUICKSET REBATED DOOR SILL DETAILS 
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BIFOLD DOOR SILL TO 
QUICKSET TAPER DETAIL

Slab rebate optional.
Rebate depth to suit
selected joinery profile and
floor finishes, screed level
before installing floor
finishesSelected aluminium joinery

WANZ joinery support bar.
Ensure WANZ bar fixing is

increased by 10mm to cater
for direct fixing through

QuickSet

QuickSet slab edge
insulation/formwork

Install flashing tape across full width of 
sill and turn up jambs 200mm.
Refer to selected flashing tape 
installation instructions

If Ultra is specified - where WANZ bars 
are located, remove the top section of 
the green XPS 

Designers, please indicate WANZ bar locations on foundation plan

QUICKSET REBATED DOOR SILL DETAILS 
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SLIDING DOOR SILL TO 
QUICKSET REBATE DETAIL

Slab rebate optional.
Rebate depth to suit
selected joinery profile and
floor finishes, screed level
before installing floor
finishes

Optional brick sill on motar,
refer to architectural details

WANZ joinery support bar.
Ensure WANZ bar fixing is

increased by 10mm to cater
for direct fixing through

QuickSet

QuickSet slab edge
insulation/formwork

Selected aluminium joinery

Install flashing tape across full width of 
sill and turn up jambs 200mm.
Refer to selected flashing tape 
installation instructions

If Ultra is specified - where WANZ bars 
are located, remove the top section of 
the green XPS 

Designers, please indicate WANZ bar locations on foundation plan
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HINGED DOOR SILL TO 
QUICKSET REBATE DETAIL

Slab rebate optional.
Rebate depth to suit
selected joinery profile and
floor finishes, screed level
before installing floor
finishes

Optional brick sill on motar,
refer to architectural details

WANZ joinery support bar.
Ensure WANZ bar fixing is

increased by 10mm to cater
for direct fixing through

QuickSet

QuickSet slab edge
insulation/formwork

Selected aluminium joinery

Install flashing tape across full width of 
sill and turn up jambs 200mm.
Refer to selected flashing tape 
installation instructions

If Ultra is specified - where WANZ bars 
are located, remove the top section of 
the green XPS 

Designers, please indicate WANZ bar locations on foundation plan

QUICKSET REBATED DOOR SILL DETAILS 
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SLIDING STACKER DOOR SILL TO 
QUICKSET REBATE DETAIL

Slab rebate optional.
Rebate depth to suit
selected joinery profile and
floor finishes, screed level
before installing floor
finishes

Optional brick sill on motar,
refer to architectural details

WANZ joinery support bar.
Ensure WANZ bar fixing is

increased by 10mm to cater
for direct fixing through

QuickSet

QuickSet slab edge
insulation/formwork

Selected aluminium joinery

Install flashing tape across full width of 
sill and turn up jambs 200mm.
Refer to selected flashing tape 
installation instructions

If Ultra is specified - where WANZ bars 
are located, remove the top section of 
the green XPS 

Designers, please indicate WANZ bar locations on foundation plan
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BIFOLD DOOR SILL TO 
QUICKSET REBATE DETAIL

Slab rebate optional.
Rebate depth to suit
selected joinery profile and
floor finishes, screed level
before installing floor
finishes

Optional brick sill on motar,
refer to architectural details

WANZ joinery support bar.
Ensure WANZ bar fixing is

increased by 10mm to cater
for direct fixing through

QuickSet

QuickSet slab edge
insulation/formwork

Selected aluminium joinery

Install flashing tape across full width of 
sill and turn up jambs 200mm.
Refer to selected flashing tape 
installation instructions

If Ultra is specified - where WANZ bars 
are located, remove the top section of 
the green XPS 

Designers, please indicate WANZ bar locations on foundation plan

QUICKSET REBATED DOOR SILL DETAILS 
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